Abstract:

Managing communication groups based on objects in image feeds.

Methods, and apparatus for managing a communication group. One method includes forming a communication group of one or more portable communications devices based on a first object of interest and identifying a second object of interest based on the first object of interest. The method also includes determining whether an image feed includes the second object of interest and when the image feed includes the second object of interest, adding a portable communications device associated with the image feed to the communication group.
MANAGING COMMUNICATION GROUPS BASED ON OBJECTS IN IMAGE FEEDS

BACKGROUND OF THE INVENTION

[0001] Wireless communication networks support communications between portable communications devices. In some wireless communication networks, for example, land mobile radio (LMR) and trunked radio networks, the portable communications devices communicate with each other in a communication group, sometimes referred to as a talkgroup. A talkgroup is a group of portable communications devices (e.g., created by an administrator) in which each portable communications device in the talkgroup may participate in a group call. Group calls may be initiated and managed, for example, at a call controller.

[0002] A public safety organization may establish a talkgroup for a mission or incident (e.g., a fire, a traffic accident, and the like) and members of the public safety organization or other organizations may be assigned to the talkgroup. As the incident or mission changes or as individual assignments change, the members of the talkgroup may need to be updated.

[0003] Accordingly, there is a need for methods and systems for managing a communication group.

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF THE DRAWINGS

[0004] The accompanying figures, where like reference numerals refer to identical or functionally similar elements throughout the separate views, together with the detailed description below, are incorporated in and form part of the specification, and serve to further illustrate embodiments of concepts that include the claimed invention, and explain various principles and advantages of those embodiments.

[0005] FIG. 1 is a block diagram of call controller in accordance with some embodiments.

[0006] FIG. 2 is a block diagram of a subscriber unit in accordance with some embodiments.
FIG. 3 is a block diagram illustrating a system for forming a communication group.

FIGS. 4, 5, and 6 are flowcharts of methods of forming a communication group performed by the system of FIG. 3 in accordance with some embodiments.

Skilled artisans will appreciate that elements in the figures are illustrated for simplicity and clarity and have not necessarily been drawn to scale. For example, the dimensions of some of the elements in the figures may be exaggerated relative to other elements to help to improve understanding of embodiments of the present invention.

The apparatus and method components have been represented where appropriate by conventional symbols in the drawings, showing only those specific details that are pertinent to understanding the embodiments of the present invention so as not to obscure the disclosure with details that will be readily apparent to those of ordinary skill in the art having the benefit of the description herein.

DETAILED DESCRIPTION OF THE INVENTION

One embodiment provides a method of managing a communication group. The method includes forming a communication group of one or more portable communications devices based on a first object of interest. The method also includes identifying a second object of interest based on the first object of interest. The method further includes determining whether an image feed includes the second object of interest. When the image feed includes the second object of interest, an electronic processor adds a portable communications device associated with the image feed to the communications group of one or more portable communications devices.

Another embodiment provides a call controller including a transceiver, an electronic processor coupled to the transceiver, and a memory coupled to the electronic processor. The transceiver receives an image feed associated with a subscriber unit. The memory includes instructions that, when executed by the electronic processor, perform a set of functions. The set of functions includes
forming a communication group of one or more portable communications devices based on a first object of interest. The set of functions also includes identifying a second object of interest based on the first object of interest. The set of functions further includes determining whether the image feed includes the second object of interest and, when the image feed includes the second object of interest, adding a portable communications device associated with the image feed to the communication group.

[0013] Another embodiment provides a method of managing a communication group. The method includes forming a communication group of one or more portable communications devices. The method also includes creating a list of objects of interest including a first object of interest and at least a second object of interest that is identified based on the first object of interest. The method further includes removing, by a processor, at least one of the one or more portable communications device from the communication group when an image feed associated with the at least one of the one or more portable communications device does not include at least one object included in the list of objects of interest.

[0014] FIG. 1 is a block diagram of one embodiment of a call controller 100. In some embodiments, the call controller 100 may be a dispatch controller used by a public safety organization, such as a fire department or a police department. As illustrated in FIG. 1, the call controller 100 includes an electronic processor 110, a memory 120, a transceiver 130, and an optional input/output (I/O) interface 140. The electronic processor 110, the memory 120, the transceiver 130, and the input/output interface 140 communicate over one or more control and/or data buses (e.g., a communication bus 150). It should be understood that FIG. 1 illustrates only one exemplary embodiment of a call controller 100 and that the call controller 100 may include more or less components and may perform additional functionality than described herein.

[0015] In some embodiments, the electronic processor 110 is implemented partially or entirely as a semiconductor chip, a field-programmable gate array (FPGA), an application specific integrated circuit (ASIC), and the like. The memory 120 includes non-transitory memory that stores instructions that are received and executed by the
electronic processor 110 to carry out functionality of the call controller 100 described herein. The memory 120 may include, for example, a program storage area and a data storage area. The program storage area and the data storage area may include combinations of different types of memory, such as a hard disk, a CD-ROM (Compact Disc Read Only Memory), an optical storage device, a magnetic storage device, a ROM (Read Only Memory), a PROM (Programmable Read Only Memory), an EPROM (Erasable Programmable Read Only Memory), an EEPROM (Electrically Erasable Programmable Read Only Memory) or a flash memory.

[0016] The transceiver 130 sends and receives data over a communication network 160. For example, as described in more detail below, the transceiver 130 may receive an image feed over the communication network 160 and may also send data over the communication network 160, such as talkgroup assignments. The communication network 160 may include a land mobile radio (LMR) network, a terrestrial trunked radio (TETRA) network, or a digital mobile radio (DMR) network. The communication network 160 may also include a wide area network (WAN) (e.g., a transport control protocol/internet protocol (TCP/IP) based network, a cellular network, such as, for example, a Global System for Mobile Communications (or Groupe Special Mobile (GSM)) network, a General Packet Radio Service (GPRS) network, a Code Division Multiple Access (CDMA) network, an Evolution-Data Optimized (EV-DO) network, an Enhanced Data Rates for GSM Evolution (EDGE) network, a 3GSM network, a 4GSM network, a Digital Enhanced Cordless Telecommunications (DECT) network, a Digital advanced mobile phone system (AMPS) (IS-136/time division multiple access (TDMA)) network, or an Integrated Digital Enhanced Network (iDEN) network, and the like). In other embodiments, the communication network 160 may include a local area network (LAN), a neighborhood area network (NAN), a home area network (HAN), or a personal area network (PAN) employing any of a variety of communications protocols, such as Wi-Fi™, Bluetooth®, ZigBee®, and the like. It should also be understood that, in some embodiments, the call controller 100 communicates over additional communication networks or connections (e.g., wired or wireless).
[0017] As noted above, the call controller 100 may optionally include the input/output interface 140 that includes one or more input mechanisms, one or more output mechanisms, or a combination thereof. For example, the input/output interface 140 may include a display unit. The display unit may include, for example, a liquid crystal display (LCD), a light-emitting diode (LED) display, and organic light emitting diode (OLED) display, an electroluminescent display (ELD), a surface-conduction electron-emitter display (SED), a field emission display (FED), a thin-film transistor (TFT) liquid crystal display, a super active-matrix organic light emitting diode (AMOLED) display, and the like. In some embodiments, the display unit includes a touchscreen that acts as both an input mechanism and an output mechanism. In some embodiments, the input/output interface 140 also includes a keyboard, keypad, mouse, or other input mechanism that receives input from a user, such as a network administrator. Alternatively or in addition, a separate computer console (e.g., a laptop computer, a desktop computer, a portable communications device, a computer terminal, and the like) may act as a remote input/output interface for the call controller 100. For example, a user may use a computer console to provide input to (e.g., select image feeds, select configuration settings, modify communication groups, and the like) and receive output from (e.g., view image feeds, view communication group assignments, and the like) the call controller 100. The call controller 100 may communicate with the computer console over a wired or wireless connection (e.g., the communication network 160).

[0018] FIG. 2 is a block diagram of one embodiment of a subscriber unit 200. In some embodiments, the subscriber unit 200 is a body camera, a dashboard camera, a drone camera, or another device that generates images and transmits generated images to the call controller 100. In other embodiments, the subscriber unit 200 is a portable communications device, such as a smart telephone, a mobile radio, a tablet computer, a smart watch, and the like that includes a camera that generates images. Accordingly, in this situation, the portable communications device transmits images generated by the camera to the call controller 100. As yet another alternative, in some embodiments, the subscriber unit 200 acts as an intermediary device between an
external camera and a call controller 100. For example, the subscriber unit 200 may receive images generated by an external camera (e.g., a body camera, a dashboard camera, a drone camera, and the like over a wired or wireless connection) and may transmit the generated images to the call controller 100. Further still, in some embodiments, the subscriber unit 200 acts as an intermediary device between an external camera and a portable communications device. In particular, the subscriber unit 200 may receive images generated by an external camera (e.g., a body camera, a dashboard camera, a drone camera, and the like over a wired or wireless connection) and may transmit the generated images to a portable communications device for transmission to the call controller 100. In other words, the subscriber unit 200 receives images (e.g., generated by an internal camera or an external camera) and communicates the received images to the call controller 100 (e.g., directly or through a separate portable communications device). In some embodiments, the subscriber unit 200 also receives data from the call controller 100 (e.g., directly or through an external portable communications device). Also, it should be understood that functionality described herein as being performed by a subscriber unit 200 may similarly be performed by a portable communications device (e.g., including a camera or communicating with an external camera).

[0019] As illustrated in FIG. 2, the subscriber unit 200 includes a unit electronic processor 210, a unit memory 220, a unit transceiver 230, and an optional unit input/output interface 240. The unit electronic processor 210, the unit memory 220, and the unit transceiver 230 communicate over one or more control and/or data buses (e.g., a unit communication bus 270). It should also be understood that FIG. 2 illustrates only one exemplary embodiment of a subscriber unit 200 and that, in other embodiments, the subscriber unit 200 may include more or less components and may perform additional functionality than described herein.

[0020] In some embodiments, the unit electronic processor 210 is implemented partially or entirely as a semiconductor chip, a field-programmable gate array (FPGA), an application specific integrated circuit (ASIC), and the like. The unit memory 220 includes a non-transitory memory that stores instructions that are received and
executed by the unit electronic processor 210 to carry out functionality of the subscriber unit 200. The unit memory 220 may include, for example, a program storage area and a data storage area. The program storage area and the data storage area may include combinations of different types of memory, such as a hard disk, a CD-ROM (Compact Disc Read-Only Memory), an optical storage device, a magnetic storage device, a ROM (Read Only Memory), a PROM (Programmable Read Only Memory), an EPROM (Erasable Programmable Read Only Memory), an EEPROM (Electrically Erasable Programmable Read Only Memory) or a flash memory.

[0021] The unit transceiver 230 receives and sends data over the communication network 160. For example, the unit transceiver 230 may send an image feed (e.g., a live image feed) to the call controller 100. In some embodiments, the unit transceiver 230 also receives data from the call controller 100 over the communication network 160. It should also be understood that the subscriber unit 200 may communicate over additional communication networks or connections (e.g., wired or wireless).

[0022] In some embodiments, the unit input/output interface 240 includes one or more input mechanisms, one or more output mechanisms, or a combination thereof that act as a user interface for the subscriber unit 200. For example, the unit input/output interface 240 may include a display unit (e.g., for displaying an image feed). The display unit may include, for example, a liquid crystal display (LCD), a light-emitting diode (LED) display, and organic light emitting diode (OLED) display, an electroluminescent display (ELD), a surface-conduction electron-emitter display (SED), a field emission display (FED), a thin-film transistor (TFT) liquid crystal display, a super active-matrix organic light emitting diode (AMOLED) display, and the like. In some embodiments, the display unit may include a touch screen that acts as both an input mechanism and an output mechanism. The unit input/output interface 240 may also include a keyboard, keypad, button, knob, or other mechanisms for receiving input from a user, such as for turning on or off the subscriber unit 200.

[0023] Alternatively or in addition, a separate device (e.g., a laptop computer, a desktop computer, a portable communications device, a computer terminal, and the
like) may act as a remote input/output interface for the subscriber unit 200. For example, a user may use a portable communications device to provide input to (e.g., select image feeds, select configuration settings, and the like) and receive output from (e.g., view image feeds) the subscriber unit 200. The subscriber unit 200 may communicate with such a separate device over or a wired or wireless connection (e.g., the communication network 160).

[0024] As illustrated in FIG. 2 and as described above, in some embodiments, the subscriber unit 200 communicates with an external camera 250 over a wired or wireless connection (e.g., a universal serial bus (USB) cable, a wireless connection such as the communication network 160, and the like). It should be understood that the subscriber unit 200 may communicate with the external camera 250 through the unit input/output interface 240, the unit transceiver 230, or both. Again, as noted above, in some embodiments, the subscriber unit 200 may include an internal camera as an alternative to or in addition to communicating with the external camera 250. The internal camera may be similar to the external camera 250 described herein.

[0025] The external camera 250 may generate an image feed (e.g., a live image feed) of the environment around the external camera 250. The external camera 250 may be a still camera, video camera, or another sensor generating an image and may be included in a portable communications device, a body camera, a dashboard camera, a closed-circuit television (CCTV) camera, or another device including a camera.

[0026] As also illustrated in FIG. 2 and as also described above, in some embodiments, the subscriber unit 200 communicates with an external portable communications device 260. The external portable communications device 260 may include a mobile telephone (e.g., a cellular telephone), mobile radio, smart watch, tablet computer, and the like. The subscriber unit 200 may communicate with the external portable communications device 260 through the unit input/output interface 240, the unit transceiver 230, or both. It should also be understood that, in some embodiments, the subscriber unit 200 is contained within the external portable communications device 260 or the functionality of the subscriber unit 200 described herein is performed by the external portable communications device 260. Also, in
some embodiments, the external camera 250 is included in the external portable communications device 260.

[0027] In some embodiments, the external portable communications device 260 initiates and receives communications (e.g., voice calls, text messages, electronic mail messages, pages, and the like). For example, the external portable communications device 260 may be a two-way radio, a land mobile radio (LMR), a portable telephone, a cellular telephone, a smart telephone, a smart watch, a tablet computer, or another two-way communication device. The external portable communications device 260 may also communicate with the call controller 100 (e.g., over the communication network 160 or a separate wired or wireless communication network). For example, as described in more detail below, the external portable communications device 260 may communicate with the call controller 100 to provide images generated by the external camera 250, receive a talkgroup identifier, or both.

[0028] As noted above, the subscriber unit 200 communicates with the call controller 100. For example, FIG. 3 schematically illustrates a system 280 that includes the call controller 100 and a plurality of subscriber units 200 communicating with the call controller 100 over the communication network 160. As one example, the plurality of subscriber units 200 includes a first subscriber unit 200a and a second subscriber unit 200b. However, it should be understood that although the call controller 100 is illustrated as communicating with only two subscriber units 200, the call controller 100 may communicate with a plurality of subscriber units 200. Also, it should be understood that, in some embodiments, the call controller 100 communicates with subscriber units 200 over different communication networks or connections (e.g., wired or wireless).

[0029] As illustrated in FIG. 3, a subscriber unit 200 may be associated with a portable communications device. For example, the first subscriber unit 200a may be associated with a first portable communications device 290a, and the second subscriber unit 200b may be associated with a second portable communications device 290b. The first portable communications device 290a and the second portable communications device 290b may be similar to the external portable communications device 260.
device 260 described above. In some embodiments, the call controller 100 also communicates with the first portable communications device 290a and the second portable communications device 290b (e.g., over the communication network 160 or a separate communication networks).

[0030] Also, as noted above, in some embodiments, a subscriber unit 200 may be included within a portable communications device or the functionality provided by a subscriber unit 200 may be provided by a portable communications device. For example, in some embodiments, the functionality performed by the first subscriber unit 200a may be performed by the first portable communications device 290a, and the functionality performed by the second subscriber unit 200b may be performed by the second portable communications device 290b. It should also be understood that, in some embodiments, a subscriber unit 200 is not associated with a portable communications device. For example, a stationary pan-tilt-zoom camera may not be associated with a portable communications device. Also, in some embodiments, a subscriber unit 200 may be associated with multiple portable communications devices. For example, a dashboard camera mounted in a police vehicle may be associated with the portable communications device carried by each police officer riding in the police vehicle. In yet other embodiments, multiple subscriber units 200 may be associated with one portable communications device 290a.

[0031] As noted above, the call controller 100 may function as a dispatch controller for a public safety organization (e.g., a police department, first responders, and the like). Accordingly, the call controller 100 may communicate with a portable communications device to assign the portable communication device to a particular communication group. As noted above, a communication group is a group of portable communications devices in which each portable communications device in the communication group (i.e., members) may participate in group communications (e.g., a group call).

[0032] The call controller 100 may initiate and manage a communication group. For example, the call controller 100 may group one or more portable communications devices into a communication based on a common mission (e.g., responding to the
same incident). In the description provided herein, it should be understood that the term "based on" should be interpreted as an open-ended term and not viewed as implying that only one factor may form the foundation of an action or step. When a communication group is formed, the call controller 100 may provide information regarding a communication channel over which the communication group may communicate (e.g., over the communication network 160). For example, referring to the system 280, the call controller 100 may provide a talkgroup identifier associated with the communication group to the second portable communications device 290b to add the second portable communications device 290b to a particular communication group. Similarly, in some embodiments, the second portable communications device 290b may transmit a request to the call controller 100 to be included in a particular communication group, and, in response, the call controller 100 may provide the talkgroup identifier associated with the communication group to the second portable communications device 290b.

[0033] FIG. 4 is a flowchart illustrating a method 300 of managing a communication group using the system 280. As illustrated in FIG. 4, the method 300 includes forming a communication group including one or more portable communications devices based on a first object of interest (at block 310). For example, the call controller 100 may receive a request from a portable communications device or another device (e.g., the computer console) to initiate a communication group regarding a particular incident, such as a pursuit of a suspect vehicle.

[0034] The first object of interest associated with the communication group may be specified with the request for the communication group. For example, the request for a communication group may include an image containing the first object of interest or a description of the first object of interest (e.g., a red 4-door vehicle). It should be understood that the first object of interest may also be specified or updated after the initiation of the communication group.

[0035] In some embodiments, the first object of interest may be manually selected, such as by a user selecting a portion of an image included in an image feed through a touch screen or other input mechanism associated with the call controller 100, a
subscriber unit 200, a portable communications device, or another device communicating with the call controller 100. For example, continuing with the vehicle pursuant example, the suspect vehicle may be selected by a user as the first object of interest.

[0036] Alternatively or in addition, the first object of interest may be automatically selected by the call controller 100, a subscriber unit 200, a portable communications device, or another device communicating with the call controller 100. For example, the first object of interest may be automatically selected based on identifying a common object included in one or more image feeds, based on communications received from one or more portable communications devices such as an all-points bulletin, based on upon a mission assigned to a portable communications device, and the like.

[0037] After the first object of interest is identified, a second object of interest is identified based on the first object of interest (at block 320). In some embodiments, the second object of interest is included in an image or image feed including the first object of interest (e.g., based on context of the first object of interest or including one or more objects positioned around the first object of interest in the image feed). For example, again continuing with the vehicle pursuit example, the second object of interest may be a street or traffic sign, a building, or another landmark included in an image feed that includes the first object of interest (e.g., positioned in a direction the suspect vehicle is heading, adjacent to or within a predetermined distance from the suspect vehicle, and the like).

[0038] Similarly, in some embodiments, the second object of interest is identified within an image feed associated with a portable communications device included in the communication group (e.g., regardless of whether the image feed also includes the first object of interest). For example, continuing with the vehicle pursuit example, when a portable communications device included in the communication group is in pursuit of the suspect vehicle and an associated image feed captures an image of a street sign, the street sign may be used as the second object of interest. Accordingly,
image feeds associated with portable communications devices included in the communication group may be used to identify the second object of interest.

[0039] Alternatively or in addition, the second object of interest may be inferred from the first object of interest or image feeds associated with portable communications devices included in the communication group. For example, when the location of a subscriber unit 200 is known, landmarks located around the location of the subscriber unit 200 may be inferred (e.g., virtually or based on historical data) as compared to being identified in an image feed provided by the subscriber unit 200. Similarly, when an image feed includes only partial view of other landmarks (e.g., partial street signs), the full street sign may be inferred as the second object of interest. The full street sign may be generated virtually or pulled from historical data (e.g., a database storing historical image feeds or a set of images of landmarks or other common second objects of interest).

[0040] In some embodiments, a type of the first object of interest (or the associated incident) impacts the second object of interest. For example, as noted above, during a vehicle pursuit, the second object of interest may include landmarks. However, during a fire incident, the second object of interest may include smoke generated by the fire or adjacent buildings or persons of interest leaving the scene of the fire.

[0041] Again, as noted above for the first object of interest, the second object of interest may be manually selected or automatically selected. In addition, it should be understood that, in some embodiments, a plurality of second objects of interest may be identified.

[0042] After identifying the second object of interest, the method 300 includes determining whether a first image feed associated with the first subscriber unit 200a includes the second object of interest (at block 330). The image feed may be processed using known image analysis techniques for recognizing a particular object (or a portion thereof), such as by automatically identifying objects having a matching pattern, shape, size, color, or configuration as the second object of interest even when the object is at different angles or positions.
It should be understood that, in some embodiments, a predetermined subset of the first image feed is analyzed to determine whether the first image feed includes the second object of interest. For example, a predetermined time period (e.g., the last one, five, or ten minutes) of the first image feed may be analyzed to identify whether a current location of the first subscriber unit 200a is within a predetermined distance (e.g., measured in terms of distance or time) of the second object of interest. As one example, when a suspect vehicle crosses Main Street, the first portable communications device 290a may be added to the communication group for the vehicle pursuit when the first subscriber unit 200a captured a street sign for Main Street within the past minute. Accordingly, a time constraint may be imposed for determining when an image feed includes a desired object of interest. Similarly, in some embodiments, a predetermined area or direction of the second image feed (e.g., an upper area, a north direction, and the like) may be analyzed to determine whether the second image feed includes the second object of interest. For example, when the second object of interest includes smoke from a fire incident, only an upper area of the second image feed (i.e., representing the sky) may be processed.

Also, it should be understood that the first image feed may include a live image feed, a virtual image feed, or a combination thereof. A virtual image feed is a predicted image feed generated for a subscriber unit 200 based on current parameters of the subscriber unit 200, such as the subscriber's unit current location (e.g., determined based on a received global positioning system (GPS) signal or other positioning signals). For example, in some embodiments, a subscriber unit 200 may not include or communicate with a camera or the camera associated with a subscriber unit 200 may not be functioning (e.g., may be malfunctioning or may be turned off). In some embodiments, the virtual image feed may be generated by determining a virtual field-of-view of a subscriber unit 200 or a camera associated with the subscriber unit 200 (e.g., the external camera 250). A facing direction of the subscriber unit 200 or an associated camera may be determined (e.g., using a compass in the subscriber unit 200) and/or a pre-determined focal length may be applied in the facing direction of the subscriber unit 200 to determine the virtual field-of-view. A
database (e.g., a map) along with other parameters may also be used to identify the virtual field-of-view for the virtual image feed. The virtual image feed may then be used, as described above, to identify objects of interest. It should be understood that a virtual image feed may be generated by a subscriber unit 200, the call controller 100, a separate device, or a combination thereof.

[0045] When the first image feed includes the second object of interest, the first portable communications device 290a associated with the first image feed (i.e., the first subscriber unit 200a) is added to a communication group (e.g., a talkgroup) (at block 340).

[0046] Returning to FIG. 4, the method 300 repeats (e.g., continuously) to dynamically update the members of the communication group. For example, continuing with the vehicle pursuit example, the second subscriber unit 200b may include a dashboard camera installed in a second police vehicle transporting a police officer carrying the second portable communications device 290b. When the second object of interest is a street sign and the second image feed includes the street sign, the second portable communications device 290b associated with the second subscriber unit 200b is also added to the communication group. Assigning the second portable communications device 290b to the communication group assigns the police officer carrying the second portable communications device 290b to the vehicle pursuit because the police officer is in the proximity of the suspect vehicle based on the second image feed provided by the second subscriber unit 200b. Accordingly, even when the second image feed does not include the first object of interest (i.e., the suspect vehicle) but includes the second object of interest, the second portable communications device 290b may be assigned to an incident (e.g., pursuit of a suspect vehicle) because the second image feed indicates that the second subscriber unit 200b is located close to the current scene of the incident. Accordingly, object-orientated communication groups may be formed and dynamically updated based on objects of interest detected in image feeds.

[0047] Also, in some embodiments, when an image feed associated with a portable communications device already included in the communication group no longer
includes the second object of interest (at block 350), the portable communications
device is removed from the communication group. In this respect, based on the
second object of interest, portable communication devices may be dynamically added
and removed from the communication group.

[0048] Similarly, the second object of interest may be updated (i.e., replaced), which
further dynamically changes the members of the communication group. For example,
in some embodiments, the second object of interest may be identified from image
feeds associated with portable communication devices included in the communication
group and, in particular, may include an object captured in a predetermined number or
a predetermined percentage of the associated image feeds. Accordingly, the second
object of interest may be changed as the image feeds change, which subsequently
changes the portable communications devices included in the communication group.

[0049] Also, in some embodiments, a list of objects is generated that includes the first
object of interest, one or more second objects of interest, or both. Accordingly, as an
alternative to or in addition to replacing a second object of interest, a new second
object of interest may be added to the list of objects. Thus, a portable
communications device may be added to the communication group when an image
feed associated with the portable communications device includes at least one object
included in the list of objects, a predetermined subset (e.g., two or more) of the list of
objects, or all of the objects included in the list of objects. For example, the second
portable communications device 290b may be added to the communication group
when at least one object included in the list of objects is included in the second image
feed. Accordingly, as the list of objects changes, members of the communication
group may also dynamically change.

[0050] It should be understood that the method 300 may be performed by the call
controller 100, the first subscriber unit 200a, the second subscriber unit 200b, or a
combination thereof. For example, FIG. 5 illustrates a method 400 for implementing
the method 300. As described below, in the method 400, the call controller 100
identifies the second object of interest, identifies whether the first image feed includes
the second object of interest, and adds the first portable communications device 290a to the communication group accordingly.

[0051] In particular, as illustrated in FIG. 5, the method 400 includes the call controller 100 forming the communication including the one or more portable communications devices communicating regarding the first object of interest as described above for method 300 (at block 410). The call controller 100 also identifies a second object of interest based on the first object of interest as also described above with respect to method 300 (at block 420). Furthermore, the call controller 100 receives the first image feed associated with the first subscriber unit 200a (e.g., over the communication network 160) (at block 430) and determines whether the first image feed includes the second object of interest as described above with respect to method 300 (at block 440). For example, in some embodiments, the call controller 100 may include an image processing module as part of the electronic processor 110 or as a separate processor. The image processing module may implement known image processing techniques to recognize the second object of interest in the first image feed.

[0052] When the first image feed includes the second object of interest, the call controller 100 adds the first portable communications device 290a to the communication group (at block 450). In some embodiments, the call controller 100 uses metadata provided with the first image feed to identify the first portable communications device 290a associated with the first subscriber unit 200a. Alternatively or in addition, the call controller 100 may access stored data to identify the first portable communications device 290a associated with the first subscriber unit 200a (e.g., using a look-up table that maps subscriber unit identifiers to portable communications device identifiers).

[0053] As noted above, the call controller 100 may add the first portable communications device 290a to the communication group by sending the first portable communications device 290a a talkgroup identifier associated with the communication group. It should be understood that, in some embodiments, the call controller 100 sends a talkgroup identifier associated with the communication group
to the subscriber unit 200, which forwards the talkgroup identifier to an associated portable communications device.

[0054] As illustrated in FIG. 5, the method 400 repeats (e.g., continuously) to dynamically determine members for the communication group. As also described above, with respect to FIG. 3, in some embodiments, the call controller 100 also determines when a portable communications device previously added to a communication group should be removed (at block 460). In some embodiments, the call controller 100 also processes image feeds to dynamically determine when an incident has been handled and the communication group should be adjusted accordingly (e.g., the communication group should be dissolved, no new portable communication devices should be added to the communication group, and the like). Similarly, as also described above with respect to the method 300, the call controller 100 may process one or more image feeds to determine whether the first object of interest, a second object of interest, or both should be updated, which may dynamically impact what portable communication devices are added to the communication group.

[0055] Also, as noted above, in some embodiments, the call controller 100 generates a list of objects of interest that may include the first object of interest, at least one second object of interest, or both. Accordingly, in some embodiments, the call controller 100 transmits determines whether the first image feed includes at least one object included in the list of objects of interest.

[0056] Alternatively, FIG. 6 illustrates another method 500 for implementing the method 300. As described below, in the method 500, the call controller 100 identifies the second object of interest and provides the second object of interest to the first subscriber unit 200a, and the first subscriber unit 200a identifies whether the first image feed includes the second object of interest and joins the communication group accordingly.

[0057] In particular, as illustrated in FIG. 6, the method 500 includes the call controller 100 forming the communication group including the one or more portable communications devices communicating regarding the first object of interest as
described above with respect to the method 300 (at block 510). The call controller 100 then identifies a second object of interest based on the first object of interest as also described above with respect to the method 300 (at block 520). After identifying the second object of interest, the call controller 100 sends the second object of interest to the first subscriber unit 200a (e.g., over the communication network 160) (at block 530).

[0058] The first subscriber unit 200a determines whether the first image feed includes the second object of interest (at block 540). For example, in some embodiments, the first subscriber unit 200a may include an image processing module as part of the unit electronic processor 210 or as a separate processor. The image processing module may implement known image processing techniques to recognize the second object of interest in the first image feed.

[0059] When the first image feed includes the second object of interest, the first subscriber unit 200a adds the first portable communications device 290a to the communication group (at block 550). For example, to be added to the communication group, the first subscriber unit 200a may provide an acknowledgment to the call controller 100 indicating that the first image feed includes the second object of interest, which may serve as a request for the call controller 100 to add the first portable communications device 290a to the communication group. In some embodiments, the acknowledgment includes an identifier of the first portable communications device 290a. In other embodiments, the call controller 100 may determine an identifier of the first portable communications device 290a based on the first subscriber unit 200a (e.g., based on an identifier of the first subscriber unit 200a). The call controller 100 uses the identifier of the first portable communications device 290a to provide the first portable communications device 290a with the talkgroup identifier associated with the communication group. In particular, in response to the acknowledgement, the call controller 100 may transmit a talkgroup identifier associated with the communication group to the first portable communications device 290a (e.g., directly or through the first subscriber unit 200a). Alternatively or in addition, the first subscriber unit 200a may instruct the first portable communications
device 290a to join the communication group, and the first portable communications
device 290a may issue a request to the call controller 100 to join the communication
group.

[0060] It should be understood that, in some embodiments, the first portable
communications device 290a determines whether the first image feed includes the
second object of interest (as an alternative to or in addition to the first subscriber unit
200a). For example, the first portable communications device 290a may receive the
first image feed from the first subscriber unit 200a, receive the second object of
interest from the call controller 100 (e.g., directly or through the first subscriber unit
200a), and determine whether the first image feed includes the second object of
interest.

[0061] Also, as noted above, in some embodiments, the call controller 100 generates
a list of objects of interest that may include the first object of interest, at least one
second object of interest, or both. Accordingly, in some embodiments, the call
controller 100 transmits the list of objects of interest to the first subscriber unit 200a
and the first subscriber unit 200a may determine whether the first image feed includes
at least one object included in the list of objects of interest.

[0062] As illustrated in FIG. 6, the first subscriber unit 200a may repeatedly (e.g.,
continuously) process the first image feed to determine whether the first portable
communications device 290a should be removed from the communication group (at
block 560). For example, when the first subscriber unit 200a determines that the first
image feed no longer includes the second object of interest, the first subscriber unit
200a may instruct the call controller 100, the first portable communications device
290a, or both that the first portable communications device 290a should no longer be
included in the communication group. Also, in some embodiments, the first
subscriber unit 200a may receive an updated second object of interest, which the first
subscriber unit 200a uses to determine whether the first portable communications
device 290a should remain in or be removed from the communication group.

[0063] It should be understood that the methods 400 and 500 of FIGS. 5 and 6 may be
combined in various manners. For example, in some embodiments, the call controller
100 may initially determine whether to add a portable communications device to a communication group and, thereafter, the associated subscriber unit 200 may determine whether the portable communications device should remain part of or be removed from the communication group (e.g., by processing an image feed). Also, in some embodiments, a subscriber unit 200 may receive a second object of interest from another subscriber unit 200 (e.g., directly or through the call controller 100) rather than from the call controller 100.

[0064] It should also be understood that devices or systems other than a subscriber unit 200 (or an associated portable communications device) or the call controller 100 may identify an object of interest in an image feed. For example, in some embodiments, an image feed may be transmitted (e.g., over a wired or wireless connection) to an image processing device that processes the image feed to identify an object of interest in the image feed (or the lack of an object of interest in an image feed).

[0065] Accordingly, the methods, systems, and apparatuses described herein dynamically form object-orientated communication groups based on objects identified in live or virtual feeds. As described above, a second object of interest based on a first object of interest is identified and used to add (and remove) members of a communication group. The second objects of interest may represent an object associated with the first object of interest, such as landmarks or other recognizable objects located around the first object of interest. Therefore, the second objects of interest allow an image feed and an associated portable communications device to be associated with an incident more accurately and even when the image feed does not include the first object of interest. Thus, the methods, systems, and apparatuses described herein form and manage communication groups accurately and efficiently.

[0066] In the foregoing specification, specific embodiments have been described. However, one of ordinary skill in the art appreciates that various modifications and changes can be made without departing from the scope of the invention as set forth in the claims below. Accordingly, the specification and figures are to be regarded in an
illustrative rather than a restrictive sense, and all such modifications are intended to be included within the scope of present teachings.

[0067] The benefits, advantages, solutions to problems, and any element(s) that may cause any benefit, advantage, or solution to occur or become more pronounced are not to be construed as a critical, required, or essential features or elements of any or all the claims. The invention is defined solely by the appended claims including any amendments made during the pendency of this application and all equivalents of those claims as issued.

[0068] Moreover in this document, relational terms such as first and second, top and bottom, and the like may be used solely to distinguish one entity or action from another entity or action without necessarily requiring or implying any actual such relationship or order between such entities or actions. The terms "comprises," "comprising," "has," "having," "includes," "including," "contains," "containing" or any other variation thereof, are intended to cover a non-exclusive inclusion, such that a process, method, article, or apparatus that comprises, has, includes, contains a list of elements does not include only those elements but may include other elements not expressly listed or inherent to such process, method, article, or apparatus. An element proceeded by "comprises ...a", "has ...a", "includes ...a", "contains ...a" does not, without more constraints, preclude the existence of additional identical elements in the process, method, article, or apparatus that comprises, has, includes, contains the element. The terms "a" and "an" are defined as one or more unless explicitly stated otherwise herein. The terms "substantially", "essentially", "approximately", "about" or any other version thereof, are defined as being close to as understood by one of ordinary skill in the art, and in one non-limiting embodiment the term is defined to be within 10%, in another embodiment within 5%, in another embodiment within 1% and in another embodiment within 0.5%. The term "coupled" as used herein is defined as connected, although not necessarily directly and not necessarily mechanically. A device or structure that is "configured" in a certain way is configured in at least that way, but may also be configured in ways that are not listed.
[0069] It will be appreciated that some embodiments may be comprised of one or more generic or specialized processors (or "processing devices") such as microprocessors, digital signal processors, customized processors and field programmable gate arrays (FPGAs) and unique stored program instructions (including both software and firmware) that control the one or more processors to implement, in conjunction with certain non-processor circuits, some, most, or all of the functions of the method and/or apparatus described herein. Alternatively, some or all functions could be implemented by a state machine that has no stored program instructions, or in one or more application specific integrated circuits (ASICs), in which each function or some combinations of certain of the functions are implemented as custom logic. Of course, a combination of the two approaches could be used.

[0070] Moreover, an embodiment can be implemented as a computer-readable storage medium having computer readable code stored thereon for programming a computer (e.g., comprising a processor) to perform a method as described and claimed herein. Examples of such computer-readable storage mediums include, but are not limited to, a hard disk, a CD-ROM, an optical storage device, a magnetic storage device, a ROM (Read Only Memory), a PROM (Programmable Read Only Memory), an EPROM (Erasable Programmable Read Only Memory), an EEPROM (Electrically Erasable Programmable Read Only Memory) and a Flash memory. Further, it is expected that one of ordinary skill, notwithstanding possibly significant effort and many design choices motivated by, for example, available time, current technology, and economic considerations, when guided by the concepts and principles disclosed herein will be readily capable of generating such software instructions and programs and ICs with minimal experimentation.

[0071] The Abstract of the Disclosure is provided to allow the reader to quickly ascertain the nature of the technical disclosure. It is submitted with the understanding that it will not be used to interpret or limit the scope or meaning of the claims. In addition, in the foregoing Detailed Description, it can be seen that various features are grouped together in various embodiments for the purpose of streamlining the disclosure. This method of disclosure is not to be interpreted as reflecting an
intention that the claimed embodiments require more features than are expressly
recited in each claim. Rather, as the following claims reflect, inventive subject matter
lies in less than all features of a single disclosed embodiment. Thus the following
claims are hereby incorporated into the Detailed Description, with each claim
standing on its own as a separately claimed subject matter.
Claims

We claim:

1. A method of managing a communication group, comprising:
   forming a communication group of one or more portable communications devices based on a first object of interest;
   identifying a second object of interest based on the first object of interest;
   determining whether an image feed includes the second object of interest; and
   when the image feed includes the second object of interest, adding, with an electronic processor, a portable communications device associated with the image feed to the communication group of one or more portable communications devices.

2. The method of claim 1, further comprising creating a list of objects of interest, the list of objects of interest including the first object of interest and the second object of interest and wherein determining whether the image feed includes the second object of interest includes determining whether the image feed includes at least one object included in the list of objects of interest.

3. The method of claim 2, further comprising removing at least one of the one or more portable communications devices included in the communication group when an image feed associated with at least one of the one or more portable communications devices does not include at least one object from the list of objects of interest.

4. The method of claim 1, wherein determining whether the image feed includes the second object of interest includes determining whether a virtual image feed includes the second object of interest.

5. The method of claim 1, wherein adding the portable communications device to the communication group includes sending an identifier associated with the communication group to the portable communications device.
6. The method of claim 1, wherein determining whether the image feed includes the second object of interest includes:

   sending the second object of interest to a subscriber unit providing the image feed, and

   receiving acknowledgement, from the subscriber unit, when the image feed includes the second object of interest.

7. The method of claim 1, wherein identifying the second object of interest includes identifying the second object of interest from a second image feed including the first object of interest.

8. The method of claim 1, wherein identifying the second object of interest includes identifying a landmark positioned around the first object of interest based on a location of at least one of the one or more portable communications device included in the communication group.
9. A call controller comprising:

a transceiver receiving an image feed associated with a subscriber unit;

an electronic processor coupled to the transceiver; and

a memory coupled to the electronic processor and containing instructions that,
when executed by the electronic processor, perform a set of functions including:

forming a communication group of one or more portable communications devices based on a first object of interest;

identifying a second object of interest based on the first object of interest;

determining whether the image feed includes the second object of interest; and

when the image feed includes the second object of interest, adding, with an electronic processor, a portable communications device associated with the image feed to the communication group of one or more portable communications devices.

10. The call controller of claim 9, wherein the set of functions further comprises creating a list of objects of interest, the list of objects of interest including the first object of interest and the second object of interest and wherein determining whether the image feed includes the second object of interest includes determining whether the image feed includes at least one object included in the list of objects of interest.

11. The call controller of claim 10, wherein the set of functions further comprises removing at least one of the one or more portable communications devices included in the communication group when an image feed associated with at least one of the one or more portable communications devices does not include at least one object from the list of objects of interest.
12. The call controller of claim 9, wherein determining whether the image feed includes the second object of interest includes determining whether a virtual image feed includes the second object of interest.

13. The call controller of claim 9, wherein adding the portable communications device to the communication group includes sending an identifier associated with the communication group to the portable communications device.

14. The call controller of claim 9, wherein determining whether the image feed includes the second object of interest includes:

   sending the second object of interest to the subscriber unit providing the image feed, and

   receiving acknowledgement, from the subscriber unit, when the image feed includes the second object of interest.

15. The call controller of claim 9, wherein identifying the second object of interest includes identifying the second object of interest from a second image feed including the first object of interest.

16. The call controller of claim 9, wherein identifying the second object of interest includes identifying a landmark positioned around the first object of interest based on a location of at least one of the one or more portable communications device included in the communication group.
17. A method of managing a communication group, comprising:

forming a communication group of one or more portable communications devices;

creating a list of objects of interest including a first object of interest and at least a second object of interest that is identified based on the first object of interest; and

removing, by a processor, at least one of the one or more portable communications device from the communication group of one or more portable communications devices when an image feed associated with the at least one of the one or more portable communications device does not include at least one object included in the list of objects of interest.

18. The method of claim 17, wherein removing at least one of the one or more portable communications device includes:

sending the list of objects of interest to a subscriber unit providing the image feed; and

receiving acknowledgement, from the subscriber unit, when the image feed does not include at least one object from the list of objects of interest.

19. The method of claim 17, further comprising adding a portable communications device to the communication group of one or more portable communications devices when an image feed associated with the portable communications device includes at least one object from the list of objects of interest.
FIG. 1
FORM A COMMUNICATIONS GROUP COMMUNICATING REGARDING A FIRST OBJECT OF INTEREST

IDENTIFY SECOND OBJECT OF INTEREST BASED ON THE FIRST OBJECT OF INTEREST

IMAGE FEED INCLUDES SECOND OBJECT OF INTEREST?

ADD PORTABLE COMMUNICATIONS DEVICE ASSOCIATED WITH IMAGE FEED TO COMMUNICATION GROUP

REMOVE PORTABLE COMMUNICATIONS DEVICE ASSOCIATED WITH IMAGE FEED FROM COMMUNICATION GROUP

FIG. 4
FORM A COMMUNICATIONS GROUP COMMUNICATING REGARDING A FIRST OBJECT OF INTEREST

CALL CONTROLLER IDENTIFIES SECOND OBJECT OF INTEREST BASED ON THE FIRST OBJECT OF INTEREST

CALL CONTROLLER RECEIVES IMAGE FEED ASSOCIATED WITH A SUBSCRIBER UNIT

IMAGE FEED INCLUDES SECOND OBJECT OF INTEREST?

CALL CONTROLLER ADDS PORTABLE COMMUNICATION DEVICE ASSOCIATED WITH IMAGE FEED TO COMMUNICATION GROUP

CALL CONTROLLER REMOVES PORTABLE COMMUNICATION DEVICE ASSOCIATED WITH IMAGE FEED FROM COMMUNICATION GROUP

FIG. 5
FORM A COMMUNICATIONS GROUP COMMUNICATING REGARDING A FIRST OBJECT OF INTEREST

CALL CONTROLLER IDENTIFIES SECOND OBJECT OF INTEREST BASED ON THE FIRST OBJECT OF INTEREST

CALL CONTROLLER SENDS SECOND OBJECT OF INTEREST TO A SUBSCRIBER UNIT

NO

IMAGE FEED INCLUDES SECOND OBJECT OF INTEREST?

YES

SUBSCRIBER UNIT ADDS PORTABLE COMMUNICATION DEVICE ASSOCIATED WITH IMAGE FEED TO COMMUNICATION GROUP

SUBSCRIBER UNIT ADDS PORTABLE COMMUNICATION DEVICE ASSOCIATED WITH IMAGE FEED TO COMMUNICATION GROUP

FIG. 6
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

G07G 1/14(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

H04W; H04L; H04Q; G07G

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

CPRSABS, CNABS, CNKI, WPLEPDOC, VEN, IEEE: image, photo, photograph, group, feed, communicate, interest, identify, create, particular

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>CN 101512587 A (MOTOROLA INC) 19 August 2009 (2009-08-19) description, page 4 paragraph 1 to page 8 paragraph 3</td>
<td>1-19</td>
</tr>
<tr>
<td>A</td>
<td>CN 163971 1 A (MATSUSHITA ELECTRIC IND CO LTD) 13 July 2005 (2005-07-13) the whole document</td>
<td>1-19</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search: 19 September 2016

Date of mailing of the international search report: 11 October 2016

Name and mailing address of the ISA/CN

STATE INTELLECTUAL PROPERTY OFFICE OF THE P.R.CHINA
6, Xitucheng Rd., Jimen Bridge, Haidian District, Beijing 100088 China

Authorized officer: ZHANG Jian

Facsimile No. (86-10)62019451

Telephone No. (86-10)62411396
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date (day/month/year)</th>
<th>Patent family member(s)</th>
<th>Publication date (day/month/year)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 101512587 A</td>
<td>19 August 2009</td>
<td>EP 2057595 A2</td>
<td>13 May 2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20090035027 A</td>
<td>08 April 2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX 2009001821 A</td>
<td>02 March 2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008053395 A1</td>
<td>06 March 2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2057595 A4</td>
<td>13 July 2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 00716674 A2</td>
<td>26 November 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008027682 A2</td>
<td>06 March 2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008027682 A3</td>
<td>13 November 2008</td>
</tr>
<tr>
<td>CN 103502986 A</td>
<td>08 January 2014</td>
<td>JP 5775196 B2</td>
<td>09 September 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 9020832 B2</td>
<td>28 April 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104765801 A</td>
<td>08 July 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2684145 A2</td>
<td>15 January 2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2829597 A1</td>
<td>13 September 2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20130130060 A</td>
<td>29 November 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014146378 A</td>
<td>14 August 2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014514632 A</td>
<td>19 June 2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2684145 A4</td>
<td>03 September 2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013040660 A1</td>
<td>14 February 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2012225536 A1</td>
<td>03 October 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012233000 A1</td>
<td>13 September 2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 101383238 B1</td>
<td>08 April 2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2012225536 B2</td>
<td>07 November 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8527340 B2</td>
<td>03 September 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012122269 A2</td>
<td>13 September 2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2829597 C</td>
<td>26 May 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012122269 A3</td>
<td>14 March 2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103502986 B</td>
<td>29 April 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2012225536 B9</td>
<td>09 January 2014</td>
</tr>
<tr>
<td>CN 1639711 A</td>
<td>13 July 2005</td>
<td>EP 1466276 A2</td>
<td>13 October 2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003210904 A1</td>
<td>13 November 2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03096222 A3</td>
<td>08 July 2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03096222 A2</td>
<td>20 November 2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 101620881 B1</td>
<td>13 May 2016</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2015532737 A</td>
<td>12 November 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IN 15-0039015 A</td>
<td>12 June 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20150036624 A</td>
<td>07 April 2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 104604200 A</td>
<td>06 May 2015</td>
</tr>
<tr>
<td>EP 1466276 A2</td>
<td>13 October 2004</td>
<td>CN 1639711 A</td>
<td>13 July 2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003210904 A1</td>
<td>13 November 2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03096222 A3</td>
<td>08 July 2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03096222 A2</td>
<td>20 November 2003</td>
</tr>
</tbody>
</table>