(54) Title: SURGICAL DEVICE AND METHOD

(57) Abstract: A surgical device and method for performing a controlled resection of the neck of a femur during a hip replacement procedure. The surgical device includes a body portion. The body portion has a mounting portion. The mounting portion is mountable on a femoral head of the femur to position the body portion with respect to a center of the femoral head. The body portion also has an opening for mounting the body portion on an intramedullary pin located in an intramedullary canal of the femur. The surgical device also includes a resection guide. The resection guide is adjustably locatable at a plurality of positions on the body portion for positioning a resection plane indicator of the resection guide with respect to the neck of the femur according to a measured radius/diameter of the femoral head.

Fig. 1

Published:
— with international search report (Art. 21(3))
SURGICAL DEVICE AND METHOD

FIELD OF THE INVENTION

This invention relates to a surgical device and method for performing a controlled resection of the neck of a femur during a hip replacement procedure.

BACKGROUND OF THE INVENTION

Hip replacement is a surgical procedure in which the hip joint is replaced by a prosthetic implant. Total replacement of the hip joint involves installing an acetabular cup implant in the acetabulum of a patient and installing another implant in the femur of the patient. In partial hip replacement, an implant is installed in the femur of the patient, but an acetabular cup is not installed in the acetabulum. In either type of procedure, the implant that is installed in the femur typically includes a stem, which is received in the intramedullary canal, and a head having a bearing surface which is received in the acetabulum or acetabular cup implant. The implant typically also includes a neck, which extends between a proximal end of the stem and the head.

In order to install the implant in the intramedullary canal, the neck of the femur is first resected. The resection of the femoral neck provides access to the intramedullary canal, which can then be prepared to receive the stem of the implant using broaches and reamers. During a hip replacement procedure, restoration of leg length is generally a product of good planning and experience and may generally be controlled by pre-operative planning. The neck resection may generally be a freehand cut and. A seating position of the implant, once the stem has been installed within intramedullary canal, may generally depend upon the location of the cut. If the cut is not correctly positioned, this can lead to an incorrect seating position for the implant. This can in turn adversely affect the resulting leg length of the femur with its femoral implant.

US 6,503,255 B1 describes a cutting guide instrument and method for enabling high-precision resection of the head of the neck of a human femur at a predetermined cutting angle to the femoral shaft and on a predetermined cutting level with respect to the proximal end of the caput. A support part is fixed to the femur during the resection. A longitudinal guide
carrier is supported by the support part and is aligned along the femoral collum at said predetermined cutting angle to the femoral shaft. A cutting guide is supported by and movable along the axis of the carrier to a cutting position corresponding to the predetermined cutting level.

WO 2002/026145 A1 describes a guiding instrument for the resection of a femoral neck in connection with total hip replacement, said guiding instrument comprising an instrument body having means for receiving a shank or the like that is mounted in the medullary canal of the femoral neck, said shank having a longitudinal centre axis, the instrument body being displaceable along said shank, and a guiding means having a guiding arrangement for the means that perform cutting of the femoral neck. At least a rotation ruler is attached to the instrument body, said rotation ruler being intended to cooperate with the existing femoral head of the femur.

US 5,578,037 A describes a surgical resection guide that enables a surgeon to resect a femoral neck, during a hip arthroplasty procedure, such that a femoral prosthesis can be implanted within a patient to preserve or closely approximate the anatomic center of rotation of the hip. The guide is able to be used for left or right hip arthroplasty procedures, with either anterior or posterior surgical approaches.

US 8,246,621 B2 describes an instrument kit is provided for reaming bone around a head of a bone, the bone including an implanted epiphysis component. The instrument kit includes a reaming guide and a reamer. The reaming guide is couplable to the epiphysis component and has a first reamer support feature and a second reamer support feature. The reamer is couplable to one of the first reamer support feature and the second support feature to ream bone around the epiphysis component.

US 7,601,155 B2 describes an intramedullary femoral broach that aligns two instruments. A femoral neck resector guide slides over the broach and centers on the patient's femoral head to determine the height and angular rotation of resection. A circular ring of the head and cutting arms assure the system will fit any femur. A template is applied to the femoral broach and seats itself against the buttress of the broach locking it into place. The broach is then reinserted into the intramedullary canal. When the template reaches the greater trochanter the sizer is adjusted to the rotational anteversion of the canal. The handle of the
The femoral broach is struck with a mallet until the template is imbedded into the proximal femoral neck intramedullary bone. A retractor facilitates reaming of the acetabulum through a small anterior incision. A proximal portion digs into the bone of the superior acetabulum to allow for retraction of soft tissues.

US 4,959,066 A describes an osteotomy guide assembly for femoral neck osteotomy includes a saddle locator assembly and a saw guide attachment. The saddle locator assembly includes a barrel-shaped locating device that locates the saddle region of the proximal femur. The barrel further includes a transverse support bar extending from the barrel. The barrel is positioned over an intramedullary shaft which is temporarily positioned in and extends from the medullary canal of the femur. A saw guide is used in conjunction with the saddle locator assembly. The saw guide is attached to the support bar by a single locking means which provides for positional adjustment of the saw guide relative to the support bar in two directions, including adjustment in the anterior-posterior direction along the transverse support bar and axially along the femur via a post which extends from the saw guide.

US 7,833,275 B2 describes a method and apparatus for performing a minimally invasive total hip arthroplasty. An approximately 3.75-5 centimeter (1.5-2 inch) anterior incision is made in line with the femoral neck. The femoral neck is severed from the femoral shaft and removed through the anterior incision. The acetabulum is prepared for receiving an acetabular cup through the anterior incision, and the acetabular cup is placed into the acetabulum through the anterior incision. A posterior incision of approximately 2-3 centimetres (0.8-1.2 inches) is generally aligned with the axis of the femoral shaft and provides access to the femoral shaft. Preparation of the femoral shaft including the reaming and rasping thereof is performed through the posterior incision, and the femoral stem is inserted through the posterior incision for implantation in the femur. A variety of novel instruments including an osteotomy guide; an awl for locating a posterior incision aligned with the axis of the femoral shaft; a tubular posterior retractor; a selectively lockable rasp handle with an engagement guide; and a selectively lockable provisional neck are utilized to perform the total hip arthroplasty.

US 5,607,431 A describes a surgical instrument system for preparing the medullary canal of the femur for implanting a prosthetic femoral component includes a template to be used in determining osteotomy position from an x-ray. A gauge is provided to locate and
mark this position on the anterior femur. A distal reamer having an elongated drive shaft is used to form the canal to receive the distal stem of the femoral component. A metaphyseal template is used to determine the proper anteversion/retroversion and a chisel is used to cut the lateral area of the femur, both of which are guided by the elongated reamer shaft. A proximal broach also guided by the reamer shaft is used to shape the proximal medullary canal.

US 7,582,091 B2 describes an osteotomy guide for indicating the femoral neck resection on a femur and its method of use are presented. The osteotomy guide includes an indexing feature for aligning the guide with an anatomic landmark and a resection guide for indicating the resection relative to the indexing feature.

US 4,621,630 A describes a guide for femoral neck osteotomy that comprises a longitudinal rod having attaching structure at the lower end thereof for securing the rod to a femur at the greater trochanter. A transversely extending support arm is secured to the rod adjacent the lower end thereof, and a guide bar is connected to the support arm. The guide bar has at least one elongate planar surface disposed at an angle of 45 DEG to the axis of the rod. In use, the rod is aligned with the long shaft axis of the femur and attached to the femur at the greater trochanter. The rod is manipulated until the support arm and the long shaft axis of the tibia are disposed in the same plane. This procedure properly positions the elongate planar surface of the guide bar whereby an instrument in engagement with that surface traverses the femoral neck at an angle of 45 DEG to the long shaft axis of the femur.

US 2004/236341 A1 describes a minimally invasive surgical procedure for total hip surgery that features four unique instruments that facilitate the procedure. A manual Intramedullary Femoral Broach facilitates axial alignment of the subsequent two instruments that attach to it for alignment and stability. The Femoral Neck Resector Guide slides over the proximal portion of the Broach and self centers on the patient's femoral head to determine the height and angular rotation of resection of the femoral neck. The circular ring of the head locator and the cutting arms assure that the system will fit any size femur. The Sizer/Cutter Template is applied to the Femoral Broach from the tip with the tip removed from the intermediadullary canal and seats itself firmly against the Femoral Broach raised buttress locking it into place. The Femoral Broach is then reinserted into the intramedullary canal. When the Sizer/Cutter Template reaches the greater trochanter the Sizer is adjusted to the
rotational anteversion of the canal. The handle of the Femoral Broach then is struck with a mallet until the Sizer/Cutter Template is imbedded into the proximal femoral neck intramedullary bone. The right angled Anterior Acetabulum Retractor is elongated to facilitate reaming of the acetabulum through a small anterior incision. A broadened curved proximal portion has angulated teeth that dig into the bone of the superior acetabulum to provide the fulcrum for retraction of the overlying soft tissues.

EP 1 797 834 A1 describes an alignment guide for use in femoral head surgery comprising: a support member; a cannulated rod supported by, and adjustable with respect to, the support member; and a locator arm having a proximal end connected to the support member and a distal end having location means for location on a high point of the femoral head and a notch guard which in use will extend around at least a part of the femoral neck.

US 2003/009170 A1 describes an ancillary tool that comprises a guide for cut-out of the ulna and/or the radius intended to be positioned with respect to a trial humeral trochlea belonging also to said ancillary tool and representative of the anatomical humeral trochlea when this trial trochlea is in place with respect to the corresponding cubital and/or radial articular surfaces. This guide is also adapted to be positioned with respect to the ulna and/or to the radius equipped with this trial trochlea.
SUMMARY OF THE INVENTION

Aspects of the invention are set out in the accompanying independent and dependent claims. Combinations of features from the dependent claims may be combined with features of the independent claims as appropriate and, not merely as, explicitly set out in the claims.

According to an aspect of the invention, there is provided a surgical device for performing a controlled resection of the neck of a femur during a hip replacement procedure, the surgical device comprising:

- a body portion comprising:
  - a mounting portion, wherein the mounting portion is mountable on a femoral head of the femur to position the body portion with respect to a center of the femoral head; and
  - an opening for mounting the body portion on an intramedullary pin located in an intramedullary canal of the femur; and
- a resection guide, wherein the resection guide is adjustably locatable at a plurality of positions on the body portion for positioning a resection plane indicator of the resection guide with respect to the neck of the femur according to a measured radius/diameter of the femoral head.

A device according to embodiments of this invention can aid in indicating a correct position of the neck resection plane, for restoring the leg length and/or femoral offset in a hip replacement procedure. Embodiments of this invention achieve this by providing a body portion that can be mounted on the femur using an intramedullary pin located in the intramedullary canal of the femur to create an extramedullary reference to the intramedullary axis and a mounting portion to reference the center of the femoral head. A resection guide can then be positioned on the body portion according to a measured radius/diameter of the femoral head. Typically, for a larger measured size of the femoral head, the resection guide can be positioned on the body portion such that the resection plane indicator is located further away from the (reference taken by) the mounting portion.

The body portion can include a plurality of discrete connection features, each discrete connection feature for mounting the resection guide on the body portion to place the resection plane indicator at a respective position according to the measured radius/diameter of the
femoral head. This provides a convenient way of mounting the resection guide in according to the measured radius/diameter of the femoral head, for correctly indicating the resection plane.

The body portion can include a connection feature for mounting the resection guide on the body portion. A position of the connection feature can be slideably adjustable within the body portion for continuously positioning resection plane indicator of the resection guide according to the measured radius/diameter of the femoral head. This provides another convenient way of mounting the resection guide in according to the measured radius/diameter of the femoral head, for correctly indicating the resection plane. The slideably adjustable connection feature can allow for more accurate positioning of the resection guide.

The or each connection feature can include an opening in the body portion within which a mounting member of the resection guide is receivable. This can provide a robust and secure mounting for the resection guide.

The resection guide can be removably mountable on the body portion. This can allow the body portion to be manipulated more easily while mounting it in the femur, prior to attaching the resection guide.

The mounting portion can be mountable on an anterior aspect of the femoral head.

The surgical device can include a second mounting portion. The second mounting portion can be mountable on a superior aspect or on a superior lateral aspect of the femoral head while the anteriorly mountable mounting portion is mounted on the anterior aspect of the femoral head. The provision of two mounting portions can allow the body portion to be mounted more securely and accurately on the femur. The superior aspect of the femoral head is a common area for wear and tear in the femur. For this reason, mounting portions mounted on the anterior and/or superior lateral aspects may provide a more accurate reference to the femoral head center.

The anteriorly mountable mounting portion can be adjustably positionable with respect to a remainder of the body portion in a direction parallel to an intramedullary axis of the femur according to a radius/diameter of the femoral head of the femur.
The body portion can include markings for reading off the radius/diameter of the femoral head according to the position of the anteriorly mountable mounting portion with respect to the remainder of the body portion. The value that is read off can be used to determine the type of neck/head combination that is used in the implant, for restoring the leg length and/or femoral offset of the femur.

The mounting portion can be mountable on a superior aspect or on a superior lateral aspect of the femoral head.

The resection plane indicator can include a guide slot or a guide surface.

The guide slot or guide surface can be a cutting slot or a cutting guide surface for receiving a blade of a cutting device during the resection of the neck.

The opening for mounting the body portion on the intramedullary pin can be adjustably positionable within the body portion according to a femoral offset of the femur.

The body portion can include markings for reading off the femoral offset of the femur according to the position of the opening for mounting the body portion on the intramedullary pin, while the or each mounting portion is mounted on the femoral head. The femoral offset value that is read off can be used to determine the type of neck/head combination that is used in the implant, for restoring the femoral offset.

The or each mounting portion may include a substantially circular femoral head contacting surface.

The mounting portion(s) may be referred to by those skilled in the art as spherometer(s).

According to another aspect of the invention, there is provided a method for performing a controlled resection of the neck of a femur during a hip replacement procedure using a surgical device comprising:

- a body portion comprising:
A method according to embodiments of this invention can aid in indicating a correct position of the neck resection plane, for restoring the leg length and/or femoral offset in a hip replacement procedure. Embodiments of this invention achieve this by providing a body portion that can be mounted on the femur using an intramedullary pin located in the intramedullary canal of the femur to create an extramedullary reference to the intramedullary axis and a mounting portion to reference the center of the femoral head. A resection guide can then be positioned on the body portion according to a measured radius/diameter of the femoral head. Typically, for a larger measured size of the femoral head, the method can include positioning the resection guide on the body portion such that the resection plane indicator is located further away from the (reference taken by) the mounting portion.

The method may include measuring the radius/diameter of the femoral head. This may be done using callipers or such like, and/or may be done using features of the device itself.
The method can include mounting the resection guide on the body portion using one of a plurality of discrete connection features of the body portion to place the resection plane indicator according to the measured radius/diameter of the femoral head. This is a convenient way of mounting the resection guide in accordance to the measured radius/diameter of the femoral head, for correctly indicating the resection plane.

The method can include: mounting the resection guide on the body portion using a connection feature of the body portion; and slideably adjusting a position of the connection feature within the body portion to place the resection plane indicator according to the measured radius/diameter of the femoral head. This is another convenient way of mounting the resection guide in accordance to the measured radius/diameter of the femoral head, for correctly indicating the resection plane. The slideably adjustable connection feature can allow for more accurate positioning of the resection guide.

The method can include mounting the mounting portion on an anterior aspect of the femoral head.

The method can include mounting a second mounting portion of the surgical device on a superior aspect or on a superior lateral aspect of the femoral head. The use of two mounting portions can allow the body portion to be mounted more securely and accurately on the femur. The superior aspect of the femoral head is a common area for wear and tear in the femur. For this reason, using mounting portions mounted on the anterior and/or superior lateral aspects may provide a more accurate reference to the femoral head center.

The method can include adjusting the position of the anteriorly mounted mounting portion with respect to a remainder of the body portion in a direction parallel to an intramedullary axis of the femur according to the radius/diameter of the femoral head of the femur.

The method can include reading off the radius/diameter of the femoral head using markings on the body portion according to the position of the anteriorly mounted mounting portion with respect to the remainder (e.g. a second mounting portion) of the body portion.
The method can include mounting the mounting portion on a superior aspect or on a superior lateral aspect of the femoral head.

The method can include: adjustably positioning the opening for mounting the body portion on the intramedullary pin with respect to the remainder of the body portion according to a femoral offset of the femur.

The method can include reading off the femoral offset of the femur according to the position of the opening for mounting the body portion on the intramedullary pin with respect to the remainder of the body portion according to a femoral offset of the femur, while the or each mounting portion is mounted on the femoral head.

The method can include using the radius/diameter of the femoral head and/or femoral offset values read off from the surgical device to determine a leg length and/or femoral offset of a femoral implant to be installed in the hip replacement procedure.

The method can include inserting the intramedullary pin into the intramedullary canal of the femur prior to mounting the body portion on the intramedullary pin.

The or each mounting portion may include a substantially circular femoral head contacting surface.

The mounting portion(s) may be referred to by those skilled in the art as spherometer(s).
BRIEF DESCRIPTION OF THE DRAWINGS.

Embodiments of the present invention will be described hereinafter, by way of example only, with reference to the accompanying drawings in which like reference signs relate to like elements and in which:

Figure 1 shows a device mounted on a femur according to an embodiment of this invention;

Figure 2 shows an anterior view of the device of Figure 1 mounted on a femur;

Figure 3A shows a medial view of the device of Figure 1;

Figure 3B shows a cross section of the device of Figure 1 through the line A-A in Figure 3A;

Figure 4 shows an inferior view of the device of Figure 1; and

Figure 5 shows a device according to another embodiment of this invention.
DETAILED DESCRIPTION

Embodiments of the present invention are described in the following with reference to the accompanying drawings.

Figure 1 shows a surgical device 10 mounted on a femur according to an embodiment of this invention. Figures 2, 3A and 4 show anterior, medial and inferior views of the device 10 of Figure 1. Figure 3B shows a cross section of the device of Figure 1 through the line A-A in Figure 3A. The surgical device 10 in Figures 1 to 4 can be used to perform a controlled resection of the neck of a femur during a hip replacement procedure.

The device 10 includes a body portion 2. The body portion 2 includes a mounting portion 6. The mounting portion 6 may be referred to by those skilled in the art as a spherometer. The mounting portion 6 includes a femur facing surface 66. The femur facing surface may be substantially concave and curved (see integer 66 in Figure 3B) so as to fit against the femoral head 62. The mounting portion 6 may include a substantially circular femoral head contacting surface. For example, as shown in Figure 3B, a rim of the femur facing surface 66 may be substantially circular, for resting against the femoral head 62. In some embodiments, the femur facing surface 66 may comprise a ring, which forms a substantially circular femoral head contacting surface, which can rest against the femoral head 62. The mounting portion 6 may thus be removably mounted on the femoral head 62. The other mounting portions described herein may be shaped and configured in the same way as described above in relation to the mounting portion 6.

During the hip replacement procedure, the surgeon may mount the mounting portion 6 on the anterior aspect of the femoral head 62 such that a central axis of the mounting portion 6 (see the dotted arrow labelled A in Figure 1) is aligned with the femoral head center 312 when viewing the femoral head 62 from an anterior position. This may generally be achieved by visual inspection of the anterior aspect of the femur 60 and femoral head 62 while manually positioning the mounting portion 6. The mounting of the mounting portion 6 on the femoral head in this way positions the body portion 2 with respect to femoral head center 312.
In some embodiments, as shown in the Figures, the body portion 2 may include a second mounting portion 4. The second mounting portion 4 may be referred to by those skilled in the art as a spherometer. The second mounting portion 4 in the present embodiment is positioned on an underside (inferiorly facing side) of the body portion 2 so that it can be mounted on a superior aspect of the femoral head 62 while the anteriorly mountable mounting portion 6 is mounted on the anterior aspect of the femoral head 62. The second mounting portion 4 also includes a femur facing surface. The femur facing surface may be substantially concave and curved (see integer 74 in Figure 4) so as to fit against the femoral head 62. The second mounting portion 4 may include a substantially circular femoral head contacting surface. For example, as shown in Figure 4, a rim of the femur facing surface 74 may be substantially circular, for resting against the femoral head 62. In some embodiments, the femur facing surface may comprise a ring, which forms a substantially circular femoral head contacting surface, which can rest against the femoral head 62. The second mounting portion 4 may thus also be removably mounted on the femoral head 62.

The second mounting portion 4 can assist in the correct positioning of the body portion 2 with respect to the femoral head center 312. The second mounting portion 4 can also allow for a more secure mounting of the device 10 on the femoral head 60 while the device 10 is being used. The superior aspect of the femoral head 60 is a common area for wear and tear in the femur. Accordingly, it is also envisaged that a second mounting portion of the device could instead be positioned on the body portion 2 so that it can be mounted on the superior lateral aspect of the femoral head 62 while the anteriorly mountable mounting portion 6 is mounted on the anterior aspect of the femoral head 62 (see the embodiment of Figure 5, to be described in more detail below).

The device 10 also includes a resection guide 34. The resection guide includes a resection plane indicator for indicating a resection plane on the neck of the femur 60. In the present embodiment, the resection plane indicator of the resection guide 34 comprises a guide slot 36. The guide slot 36 may defined by a pair of jaws 38. The resection plane indicated by the guide slot 36 when viewed from an anterior position of the femur 60, may extend at an angle θ with respect to the intramedullary axis of the femur 60 (see the dotted line labelled B in Figure 2). The angle θ may, for instance, be around 127°, 129° or 135°.
The resection plane indicator may alternatively comprise a guide surface. For instance: a peripheral edge of the resection plane indicator may a substantially flat surface for indicating the resection planes.

The guide slot 36 (or the guide surface) may be used to mark the resection plane using a pen or scribe or such like. The guide slot 36 (or the guide surface) may also be used as a cutting slot or a cutting guide surface for receiving a blade of a cutting device during resection of the neck of the femur 60.

In the present embodiment, the resection guide 34 includes a first arm 32 which, with the mounting portion 6 mounted on the anterior aspect of the femoral head 62 as described above, may extend anteriorly outwardly from the body portion 2. The resection guide 34 also includes a second arm 35, which may extend substantially perpendicularly to the first arm 32, and generally towards the intramedullary axis B when viewed from an anterior position of the femur 60. The pair of jaws 38 may extend from the second arm 34 so as to define the guide slot 36 as described above.

With reference to Figure 2, for the purpose of this disclosure, the leg length (LL) of the femur 60 may be defined as the distance between the lesser trochanter 64 and the femoral head center, along a direction parallel to the intramedullary axis B. Again with reference to Figure 2, for the purpose of this disclosure, the femoral offset of the femur 60 may be defined as the distance between the femoral head center and the intramedullary axis B, in a direction perpendicular to the intramedullary axis B.

During the hip replacement procedure, the size (e.g. diameter/radius) of the femoral head 62 can be measured. This may be done using callipers or such like, or can be done using features of the device 10 itself (e.g. the scale 27 to be described below). The resection guide 34 is adjustably locatable at a plurality of positions on the body portion 2 for positioning the resection plane indicator of the resection guide 34 with respect to the neck of the femur according to a measured radius/diameter of the femoral head 62. The resection plane indicator can accordingly be positioned using the femoral head center 312 as a reference, and at a distance from the femoral head center that is determined by the measured size of the femoral head 62. Typically, for a larger measured size of the femoral head 62, the
resection guide 34 can be positioned on the body portion 2 such that the resection plane indicator is located further away from the (reference taken by) the mounting portion(s) 6, 4. In this way, the location of the resection plane(s) can be determined in a controlled manner. This in turn means that the seating position of the implant, once the stem of the implant has been installed within intramedullary canal, may be controlled. This can facilitate restoration of the leg length and/or femoral offset of the resulting femur 60 with its femoral implant particularly, but not necessarily exclusively, when using an implant system in which the neck length of the implant is constant.

The adjustable location of the resection guide 34 on the body portion 2 for correctly positioning the resection plane indicator can be implemented in a number of ways.

The body portion 2 may, for instance, include a plurality of discrete connection features, each discrete connection feature for mounting the resection guide 34 on the body portion 2 to place the resection plane indicator at a respective position according to the measured radius/diameter of the femoral head. In the present embodiment, these discrete connection features are implemented as openings 18 in an anterior face 30 of the body portion 2. Each opening 18 is sized and shaped snugly to receive an end of the first arm 32, which forms a mounting member of the resection guide 34. As can be seen in Figure 4, a posterior face of the body portion 2 may be provided with corresponding openings, whereby the first arm 32 can be passed completely though the body portion 2, for a more secure mounting of the resection guide 34. It is envisaged that the connection arrangement between the first arm 32 and the openings 18 could be reversed - for instance the body portion may include a plurality of pegs located anterior face 30, for receipt in an opening located on the end of the first arm 32.

The openings 34 may be distributed in a row on the body portion 2. As is most clearly seen in Figure 2, the row may be oriented in a direction substantially perpendicular to the resection plane indicated by the resection guide. Although in the present embodiment, the device 10 includes four discrete connection features, it is envisaged that greater or fewer such discrete connection features may be provided.
Another example of the implementation of the adjustable location of the resection guide 34 on the body portion 2 for correctly positioning the resection plane indicator will be described below in relation to the embodiment of Figure 5.

In some embodiments, the body portion 2 can assist in the correct positioning of the mounting portion(s) 6, 4 on the femoral head 62 and can also allow measurements of the femoral offset to be taken.

In the present embodiment, the body portion 20 includes an opening 8 for mounting the body portion 2 on an intramedullary pin 50 located in an intramedullary canal of the femur 60. The intramedullary pin 50 can be inserted into the intramedullary canal prior to mounting the body portion 2 on the femur 60, to provide an extramedullary reference to the intramedullary axis B. The intramedullary pin 50 can, for instance, comprise and initiation rod or reamer. The mounting of the body portion 2 in this way can allow the body portion 2 to be positioned with respect to both the extramedullary reference to the intramedullary axis B that is provided by the intramedullary pin 50 and the reference to the femoral head center 312 that is provided by the mounting portion(s) 6, 4. The mounting of the body portion 2 in this way can also provide additional stability for keeping the mounting portion(s) 6, 4 and body portion 2 in position e.g. while using the resection guide 34 and/or taking the readings described below.

The opening 8 may, for instance, comprise an aperture that passes through the body portion 22 (as shown in the Figures). Alternatively, the opening 8 may comprise a recess on the body portion, within which the intramedullary pin 50 may be received. The body portion 2 may be provided with a means for fixing and retaining the intramedullary pin 50 in the opening 8. For instance, in the present embodiment, the opening 8 is provided with a split bushing 72 (see Figure 3B) with an external thread, upon which a ring 70 having an internal thread is mounted. By rotating the ring 70, the split bushing 72 may be urged against the intramedullary pin 50, to fix the position of the body portion 2 relative to the intramedullary pin 50, once the body portion and mounting portion(s) 6, 4 have been placed on the femur 60.

The position of the opening 8 may be adjustably positionable within the body portion 2, according to the femoral offset of the femur 60. This can allow the body portion 2 to be adjusted so that it fits correctly on the intramedullary pin 50 with the mounting portion(s) 6, 4.
mounted on the anterior aspect of the femoral head 62 as described above. The body portion 2 may also include markings 25 for reading off the femoral offset of the femur 60 according to the position of the opening 8 relative to the mounting portion(s) 6, 4, while the mounting portion(s) 6, 4 are mounted on the femoral head 62. In the present embodiment, this is implemented by providing the opening 8 through a slideable member 74, which is slideably mounted within the body portion 2. The slideable member 74 may include peg(s) 14, which are slideably received within a slot 12 located on the anterior face 30 (and optionally also a posterior face) of the body portion 2. The slot 12 may extend in a lateral-medial direction on the body portion 2. The slot 12 may be provided with the aforementioned markings 25 for reading off the femoral offset of the femur 60 by inspecting the position of the peg 14 within the slot 12.

The body portion 2 also includes a slideably adjustable arm, upon which the mounting portion 6 is slideably mounted. The arm in this embodiment is substantially L-shaped and includes an elbow 22, which may also serve as a handle for adjusting the position of the arm relative to the remainder of the body portion 2.

The mounting portion 6 is slideably mounted on a first part 26 of the arm. When the mounting portion 6 is mounted on the femoral head 62 as noted above, the first part 26 of the arm extends substantially parallel to the intramedullary axis B. The first part 26 of the arm may pass through an opening 29 in the mounting portion 6 to allow the mounting portion 6 to be slid back and forth on the first part 26 of the arm. The mounting portion 6 may be provided with an internally threaded ring 24 that can be rotated onto a corresponding thread on the mounting portion 6, to urge against the first part 26 of the arm, so as to lock down the mounting portion 6 relative to the first part 26 of the arm.

The mounting portion 6 may include a window 28 through which markings 27 located on the first part 26 of the arm may be viewed. These markings 27 can be used to read off the size (diameter/radius) of the femoral head (the markings 27 can denote the distance between the femoral head center 312 and the second mounting portion 4, assuming that the mounting portion 6 is correctly aligned with the femoral head center 312 as described above).

The arm also includes a second part 16. The second part 16 of the arm may extend substantially parallel to the central axis A of the mounting portion 6. The second part 16 of
the arm is slideably received in a slot 46 in the body portion 2. This can allow the arm (and
consequently, the mounting portion 6) to be moved back and forth in a posterior/anterior-
direction for accommodating differently sized of femoral heads 62, to position the mounting
portion 6 with respect to the remainder of the body portion 2, so that the mounting portion 6
5 can be mounted on the anterior aspect of the femoral head 62 with the intramedullary pin 50
received in the opening 8 (and with the second mounting portion 4, if included in the device:
10, is mounted on the femoral head). The movement of the second part 16 of the arm in this
way can also allow adjustment of the position of the mounting portion 6 such that the device
10 to be used on either leg of the patient.

The implant that is to be installed in the femur 60 may generally include a stem,
which is to be received in the intramedullary canal, and a head having a bearing surface
which is to be received in the acetabulum or acetabular cup implant. The implant may
typically also includes a neck, which extends between a proximal end of the stem and the
head. The stem and neck may be integrally formed. The head may be attachable to the end
of the neck. The readings taken using the markings 25 and/or 27 can be used to inform the
choice of head that is used, for restoring the femoral offset.

Figure 5 shows a surgical device 10 according to another embodiment of this
invention. The surgical device 10 in Figure 5 can be used to perform a controlled resection of
the neck of a femur during a hip replacement procedure. The device 10 in Figure 5 is similar
in some respects to the device 10 of Figures 1 to 4, and only the significant differences will
be described below in detail.

In the present embodiment, the second mounting portion 104 is again located on an
underside of the body portion 2, but is positioned and oriented to be mounted on the superior
lateral aspect of the femoral head 62, while the anteriorly mountable mounting portion 6 is
mounted on the anterior aspect of the femoral head 62. As with the embodiment of Figures 1
to 4, the mounting portions 6, 104 in the embodiment of Figure 5 may be referred to by those
skilled in the art as spherometer(s).

As explained previously, the superior aspect of the femoral head 60 is a common area
for wear and tear in the femur. This may prevent a device 10 having a superiorly mounted
second mounting portion 6 from being used effectively (e.g. the distance from the surface of
the superior aspect of the femoral head 62; and the femoral head center 3;12; may differ from the healthy value). A device 10 having a second mounting portion 104, that is, positioned for superior lateral mounting, may thus be used for patients that have a significant amount of such wear and tear. The configuration of the arm upon which the mounting portion 6 is mounted may be substantially the same as described above in relation to Figures 1 to 4. The scale 27 can still use the relative position of the central axis A of the mounting portion 6 and the second mounting portion 104 for determining the size of the femoral head 62.

Although the resection guide of the present embodiment is not shown in Figure 5, it may be a resection guide substantially as described above in relation to Figures 1 to 4. In the present embodiment, the connection of the resection guide to the body portion 2 is implemented in the form of a slideable member 150 including an opening 118. The slideable member 150 is slideably mounted in a slot 120 located in the anterior face 30 of the body portion 2. Note that the posterior face of may also include such a slot, for a more secure mounting of the slideable member 150. The opening 118 is sized and shaped snugly to receive an end of the first arm 32 of the resection guide 34. It is again envisaged that the connection arrangement between the first arm 32 and the openings 118 could be reversed – for instance the slideable member 150 may include a peg for receipt in an opening located on the end of the first arm 32 of the resection guide 34. As with the row of openings 18 described above in relation to the embodiment of Figure 4, the slot 120 may be oriented in a direction substantially perpendicular to the resection plane indicated by the resection guide 34.

The slideable member 150 can be slid back and forth within the slot 120 to place the resection plane indicator at a position according to the measured radius/diameter of the femoral head 62. This may allow for finer (i.e. continuous) adjustment of the position of the resection plane indicator than the provision of discrete openings 18 of the kind described above in relation to Figures 1 to 4. The slot may be provided with markings 124 such as a scale, which can be referred to by the surgeon, for placing the slideable member in the correct position according to the measured radius/diameter of the femoral head 62.

In the embodiments described above, the resection guide 34 is removably mountable on the body portion 2. However, in the case of the embodiment of Figure 5, it is envisaged
that the resection guide 34 may be integrally formed with the slideable member 150, whereby the resection guide 34 is permanently attached to the body portion 2.

Accordingly, there has been described a surgical device and method for performing a controlled resection of the neck of a femur during a hip replacement procedure. The surgical device includes a body portion having a mounting portion. The mounting portion is mountable on a femoral head of the femur to position the body portion with respect to a center of the femoral head. The surgical device also includes a resection guide. The resection guide is adjustably locatable at a plurality of positions on the body portion for positioning a resection plane indicator of the resection guide with respect to the neck of the femur according to a measured radius/diameter of the femoral head. The method includes measuring the radius/diameter of the femoral head. The method also includes mounting the mounting portion on the femoral head. The method further includes locating the resection guide on the body portion for positioning the resection plane indicator with respect to the femur according to the measured radius/diameter of the femoral head. The method also includes using the resection plane indicator to either mark the position of the resection plane on the neck of the femur or guide a blade of a cutting device to resect the neck of the femur.

Although particular embodiments of the invention have been described, it will be appreciated that many modifications/additions and/or substitutions may be made within the scope of the claimed invention.
CLAIMS

1. A surgical device for performing a controlled resection of the neck of a femur during a hip replacement procedure, the surgical device comprising:
   a body portion comprising:
   a mounting portion mountable on a femoral head of the femur to position the body portion with respect to a center of the femoral head; and
   an opening for mounting the body portion on an intramedullary pin located in an intramedullary canal of the femur; and
   a resection guide, wherein the resection guide is adjustably locatable at a plurality of positions on the body portion for positioning a resection plane indicator of the resection guide with respect to the neck of the femur according to a measured radius/diameter of the femoral head.

2. The surgical device of claim 1, wherein the body portion includes a plurality of discrete connection features, each discrete connection feature for mounting the resection guide on the body portion to place the resection plane indicator at a respective position according to the measured radius/diameter of the femoral head.

3. The surgical device of claim 1, wherein the body portion includes a connection feature for mounting the resection guide on the body portion, wherein a position of the connection feature is slideably adjustable within the body portion for continuously positioning resection plane indicator of the resection guide according to the measured radius/diameter of the femoral head.

4. The surgical device of claim 2 or claim 3, wherein the or each connection feature comprises an opening in the body portion within which a mounting member of the resection guide is receivable.

5. The surgical device of any preceding claim, wherein the resection guide is removably mountable on the body portion.

6. The surgical device of any preceding claim, wherein the mounting portion is mountable on an anterior aspect of the femoral head.
7. The surgical device of claim 6 comprising a second mounting portion, wherein the
second mounting portion is mountable on a superior aspect or on a superior lateral
aspect of the femoral head while the anteriorly mountable mounting portion is
mounted on the anterior aspect of the femoral head.

8. The surgical device of claim 6 or claim 7, wherein the anteriorly mountable mounting
portion is adjustably positionable with respect to a remainder of the body portion in a
direction parallel to an intramedullary axis of the femur according to a radius/diameter
of the femoral head of the femur.

9. The surgical device of claim 8, wherein the body portion includes markings for
reading off the radius/diameter of the femoral head according to the position of the
anteriorly mountable mounting portion with respect to the remainder of the body
portion.

10. The surgical device of any of claims 1 to 5, wherein the mounting portion is
mountable on a superior aspect or on a superior lateral aspect of the femoral head.

11. The surgical device of any preceding claim, wherein the resection plane indicator
comprises a guide slot or a guide surface.

12. The surgical device of claim 11, wherein the guide slot or guide surface is a cutting
slot or a cutting guide surface for receiving a blade of a cutting device during said
resection of the neck.

13. The surgical device of any preceding claim, wherein the opening for mounting the
body portion on the intramedullary pin is adjustably positionable within the body
portion according to a femoral offset of the femur.

14. The surgical device of claim 14, wherein the body portion includes markings for
reading off the femoral offset of the femur according to the position of the opening for
mounting the body portion on the intramedullary pin, while the or each mounting
portion is mounted on the femoral head.
15. The surgical device of any preceding claim, wherein the or each mounting portion comprises a substantially circular femoral head contacting surface.

16. A method for performing a controlled resection of the neck of a femur during a hip replacement procedure using a surgical device comprising:
   a body portion comprising:
   a mounting portion mountable on a femoral head of the femur to position the body portion with respect to a center of the femoral head; and
   an opening for mounting the body portion on an intramedullary pin located in an intramedullary canal of the femur; and
   a resection guide, wherein the resection guide is adjustably locatable at a plurality of positions on the body portion for positioning a resection plane indicator of the resection guide with respect to the femur according to a measured radius/diameter of the femoral head,
   the method comprising:
   mounting the body portion on an intramedullary pin located in an intramedullary canal of the femur by inserting the pin into the opening in the body portion;
   mounting the mounting portion on the femoral head;
   locating the resection guide on the body portion for positioning the resection plane indicator with respect to the femur according to a measured radius/diameter of the femoral head; and
   using the resection plane indicator to either:
   mark the position of the resection plane on the neck of the femur; or
   guide a blade of a cutting device to resect the neck of the femur.

17. The method of claim 16, further comprising mounting the resection guide on the body portion using one of a plurality of discrete connection features of the body portion to place the resection plane indicator according to the measured radius/diameter of the femoral head.

18. The method of claim 16, further comprising:
mounting the resection guide on the body portion using a connection feature of the body portion; and
slideably adjusting a position of the connection feature within the body portion to place the resection plane indicator according to the measured radius/diameter of the femoral head.

19. The method of any of claims 16 to 18 comprising mounting the mounting portion on an anterior aspect of the femoral head and optionally further comprising mounting a second mounting portion of the surgical device on a superior aspect or on a superior lateral aspect of the femoral head.

20. The method of claim 19, further comprising adjusting the position of the anteriorly mounted mounting portion with respect to a remainder of the body portion in a direction parallel to an intramedullary axis of the femur according to a radius/diameter of the femoral head of the femur.

21. The method of claim 20, further comprising reading off the radius/diameter of the femoral head using markings on the body portion according to the position of the anteriorly mounted mounting portion with respect to the remainder of the body portion.

22. The method of any of claims 16 to 18, comprising mounting the mounting portion on a superior aspect or on a superior lateral aspect of the femoral head.

23. The method of any of claims 16 to 22 comprising adjustably positioning the opening for mounting the body portion on the intramedullary pin with respect to the remainder of the body portion according to a femoral offset of the femur.

24. The method of claim 23 comprising reading off the femoral offset of the femur according to the position of the opening for mounting the body portion on the intramedullary pin with respect to the remainder of the body portion according to a femoral offset of the femur, while the or each mounting portion is mounted on the femoral head.
25. The method of claim 21 or claim 24 comprising using the radius/diameter of the femoral head and/or femoral offset values read off from the surgical device to determine a leg length and/or femoral offset of a femoral implant to be installed in the hip replacement procedure.

26. The method of any of claims 16 to 25, comprising inserting the intramedullary pin into the intramedullary canal of the femur prior to mounting the body portion on the intramedullary pin.

27. The method of any of claims 16 to 26, wherein the or each mounting portion comprises a substantially circular femoral head contacting surface.
# INTERNATIONAL SEARCH REPORT

## A. CLASSIFICATION OF SUBJECT MATTER

**INV.** A61B90/00 A61B17/15

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

A61B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6 503 255 B1 (ALBREKTSSON BJOERN [SE]) ET AL) 7 January 2003 (2003-01-07) cited in the application column 7; figures 7,8</td>
<td>1-15</td>
</tr>
<tr>
<td>X</td>
<td>WO 02/26145 A1 (LINGREN URBAN [SE]; SJÖEGREN JOAKIN [SE]) 4 April 2002 (2002-04-04) cited in the application page 4; figures 2,4</td>
<td>1-13,15</td>
</tr>
<tr>
<td>X</td>
<td>US 7 601 155 B2 (PETERSEN THOMAS D [US]) 13 October 2009 (2009-10-13) cited in the application column 6; figure 9</td>
<td>1,2,4-6, 10-13,15</td>
</tr>
</tbody>
</table>

**X** Further documents are listed in the continuation of Box C.  

**X** See patent family annex.

**Special categories of cited documents:**

- **“A”** document defining the general state of the art which is not considered to be of particular relevance
- **“E”** earlier application or patent but published on or after the international filing date
- **“L”** document which may throw doubts on priority claim(s) on which is cited to establish the publication date of another citation or other special reason (as specified)
- **“O”** document referring to an oral disclosure, use, exhibition or other means
- **“P”** document published prior to the international filing date but later than the priority date claimed

- **“T”** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- **“X”** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- **“Y”** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- **“Z”** document member of the same patent family

**Date of the actual completion of the international search**

29 July 2019

**Date of mailing of the international search report**

07/08/2019

**Name and mailing address of the ISA/ European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk Tel. (+31-70) 340-2040, Fax. (+31-70) 340-3016**

**Authorized officer**

Assion, Jean-Charles
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 578 037 A (SANDERS ANTHONY [US] ET AL) 26 November 1996 (1996-11-26) cited in the application figure 4</td>
<td>1,3-8, 10-14</td>
</tr>
<tr>
<td>A</td>
<td>US 8 246 621 B2 (PONCET DIDIER [FR]; DEPUY IRELAND [IE]) 21 August 2012 (2012-08-21) cited in the application abstract; figures 1,2</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 4 959 066 A (DUNN HAROLD K [US] ET AL) 25 September 1990 (1990-09-25) cited in the application abstract; figure 2</td>
<td>1</td>
</tr>
</tbody>
</table>
This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. **X** Claims Nos.: 16-27
   - because they relate to subject matter not required to be searched by this Authority, namely:
   - Rule 39.1(iv) PCT - Method for treatment of the human or animal body by surgery

2. **☐** Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. **☐** Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

This International Searching Authority found multiple inventions in this international application, as follows:

1. **☐** As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. **☐** As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.

3. **☐** As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. **☐** No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

**Remark on Protest**
- **☐** The additional search fees were accompanied by the applicant’s protest and, where applicable, the payment of a protest fee.
- **☐** The additional search fees were accompanied by the applicant’s protest but the applicable protest fee was not paid within the time limit specified in the invitation.
- **☑** No protest accompanied the payment of additional search fees.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 6503255 B1</td>
<td>07-01-2003</td>
<td>AT 254885 T</td>
<td>15-12-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 705390 B2</td>
<td>20-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9608822 A</td>
<td>15-06-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2219190 A1</td>
<td>21-11-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1184409 A</td>
<td>10-06-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CZ 293212 B6</td>
<td>17-03-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69630884 D1</td>
<td>08-01-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69630884 T2</td>
<td>02-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 0828456 T3</td>
<td>05-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2211955 T3</td>
<td>16-07-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HU 9900500 A2</td>
<td>28-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IS 4612 A</td>
<td>12-11-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3742655 B2</td>
<td>08-02-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H11505152 A</td>
<td>18-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 100271589 B1</td>
<td>01-12-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 19990014833 A</td>
<td>25-02-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 308247 A</td>
<td>28-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 323312 A1</td>
<td>16-03-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT 828456 E</td>
<td>30-04-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2162662 C2</td>
<td>10-02-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TR 199701372 T1</td>
<td>21-02-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6120510 A</td>
<td>19-09-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6503255 B1</td>
<td>07-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9636284 A1</td>
<td>21-11-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0226145 A1</td>
<td>04-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 9045101 A</td>
<td>08-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0226145 A1</td>
<td>04-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7601155 B2</td>
<td>13-10-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5578037 A</td>
<td>26-11-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8246621 B2</td>
<td>21-08-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014276866 A1</td>
<td>18-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4959066 A</td>
<td>25-09-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2009665 A1</td>
<td>24-08-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4959066 A</td>
<td>25-09-1990</td>
</tr>
</tbody>
</table>